
BY-DM200
Mikrofon Digital Stereo

dengan iOS Lightning Conncector



Pengenalan

Isi Dalam Paket
-  Cardioid digital stereo X/Y condenser microphone
-  Foam windscreen
-  Windshield fur
-  User guide
-  Carry pouch

Terima kasih telah memilih BOYA!
BOYA BY-DM200 merupakan mikrofon profesional 
condensor stereos yang dapat langsung dipasang ke 
peralatan Apple dengan konektor Lightning. 
BY-DM200 telah dilengkapi dengan dua buah capsul 
untuk menciptakan suara stereo. BY-DM200 akan 
menangkap suara yang jauh lebih bagus dibanding 
mikrofon dalam peralatan untuk merekam musik, 
video, dll.
Konektor Lightning mendukung peralatan berikut: 
iPhone X, iPhone 8 / 8+, iPhone 7 / 7+, iPhone SE, 
iPhone 6s / 6s+, iPhone 6 / 6+, iPhone 5c, 5s, 5, iPad 
mini 4, 3, 2, iPad mini, iPad Pro, iPad (2017), iPad Air 
2, iPad Air, iPod nano (7th gen.), iPod touch 6, 5, dan 
lainnya.



- Cardioid digital stereo X/Y condenser microphone
- Compatible with iOS devices: iPad, iPhone, iPod 
   touch
- Apple MFI certi�ed Lightning connector
- Plug and play
- 24-Bit/96 kHz converter
- Foam windscreen, windshield fur, carry pouch 
   included

Fitur

Bagian

① Microphone capsule
② Lightning connector
③ Windscreen foam
④ Windshield fur
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IPHONE

IPOD TOUCH

IPAD

1. Connect BY-DM200 to lightning port on your 
     iOS devices:

1.  Some iOS recording Apps are speci�cally for their 
     own devices and they may not be compatible with 
      your device, you need download third-party 
      compatible recording App.

Cara Penggunaan

Catatan:



2. If your iOS device can not recognize BY-DM200, 
     please try disconnect and reconnect to lightning 
     port of your iOS device and try to record again.
3. It is recommended that you set your iOS device 
     to airplane mode to prevent any incoming calls 
     from disrupting your recordings.
4. Before recording an important event, record and 
     play back a short test with the microphone 
     attached to ensure audio recording is functioning 
     properly.

Spesi�kasi

Audio output connector:

AD conversion: 

Pick up pattern: 

Frequency response:

Sensitivity:

Signal to noise ratio:

Power Requirements: 

Dimension:

Apple MFI certi�ed Lightning connector

Multibit DeltaSigma

Cardioid

25-20KHz

-38+/-3dB (@1KHz , 0dB=1v/Pa)

80dB

Powered by iOS devices

67*38*38mm
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